
PIF# 00650 

DESCRIPTION 

Iron Sour is a highly concentrated liquid laundry sour and iron stain remover.  Iron Sour is designed for use with automatic 

dispensing systems in commercial laundry machines.  Iron Sour chemically unbinds and removes iron and rust stains while 

laundering and neutralizes residual alkalinity in the fabric.  Safe for use on all laundry fabrics.  Iron Sour is great for use as 

a spray or soak pretreatment for fabric with stubborn stains.   

 

 

DIRECTIONS 

For commercial machine: Add 2 to 4 oz per 100 pounds of laundry and adjust concentration as necessary.  Actual amount 

used depends upon soil load and water conditions. Consult your service technician or sales representative for proper usage 

amounts.  Follow equipment manufacturer’s recommendations for setting usage.   

For reclaiming discolored linens: Disconnect all dispensing equipment to insure the sour is not mixed with other 

chemicals.  Add 16 to 32 ounces per 100 pounds into a hot water cycle and allow to agitate for at least 15 minutes.  Allow 

fabric to be rinsed thoroughly and check to insure final pH is between 6.0-7.0.  If pH is below 6.0, rinse linens again or until 

final pH is above 6.0.  When finished, reconnect dispensing equipment.   

For pre-soaking linens:  Add 10 to 20 fluid ounces of product with hot water for every 50 lbs of fabric.  Use enough water 

to completely cover and submerge fabric and allow to soak overnight.  

 

 

ADVANTAGES 

 Easily removes rust and iron stains 

 Highly concentrated formula 

 Removes excess alkalinity from fabrics 

 May be used as a pretreatment for stubborn stains 

 

 

TYPICAL PRODUCT SPECIFICATIONS 

Appearance ----------------------------------------------------------- Green liquid 

Scent ------------------------------------------------------------------- Typical 

pH, neat ---------------------------------------------------------------- 2.5 

Weight, per U.S. gallon -------------------------------------------- 8.6 lbs. 

Specific gravity ------------------------------------------------------- 1.03 

Viscosity --------------------------------------------------------------- Moderate 

Foam ------------------------------------------------------------------- Low 

Flashpoint ------------------------------------------------------------- >200°F 

Rinsability ------------------------------------------------------------- Excellent 

Stability ---------------------------------------------------------------- Excellent 

Solubility --------------------------------------------------------------- Complete 

DOT shipping --------------------------------------------------------- Corrosive 
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