
PIF# 01420 

DESCRIPTION 
BACTIVE uses highly active, natural enzyme producing bacterial to completely digest and destroy inanimate organic matters.  BACTIVE effectively 

destroys the stains and odors associated with pet training, nurseries, schools, vomit, food spillage, rest rooms, tobacco, smoke and mop sinks.  

Excellent for use in hospitals, nursing homes, hotels, schools, animal clinics, apartments, garbage collection areas, grease and oil spills, waste treatment 

plants, pet stores, kennels, and public rest rooms. 

 

 

DIRECTIONS   
GENERAL ODOR CONTROL AND PET STAIN REMOVAL: Dilute 1:4 with warm water (not hot).  Apply to stain after normal cleaning.  Allow to soak 

until stain disappears.  Spray product directly on area and allow the bacteria and enzymes to digest the odor source while the pleasant fragrance 

immediately neutralizes the odor.  May take as long as 24 hours to completely digest pet stains and odors. 

CARPET & UPHOLSTERY: 1.) Remove as much solids as possible by cleaning or vacuuming prior to application with garden type pump or hand 

sprayer.  Keep moist at least 30 minutes.  Repeat if odor persists. 2.) Use in conjunction with most carpet cleaning measures including hot water 

extraction, bonnet, or shampooing.  Use ½ to 1 pint product to every gallon of water in place of normal cleaning solution. 

BATHROOMS: Spray directly into the bowl or the odor causing source.  Spray surrounding surfaces to deodorize.  Flush commodes or rinse areas with 

water.  Do not spray at people and make sure there is time for the mist to settle before allowing  people in the immediate area.       

PORTABLE TOILETS: Use ½ to 1 gallon of product into waste tank and cover the solids with water to aid digestion.  Each time the toilet is pumped, start 

treatment again with up to 1 gallon of product. 

SEPTIC TANKS: Add 1 pint per 25 cubic feet capacity for the initial treatment.  There after, use 8 ounces per week.  Pour directly into toilet and flush.  If 

septic tank is clogged and odorous, add 1 gallon of product directly to the tank through the clean out hole. 

RECREATIONAL VEHICLES & BOATS: Add 2 ounces per gallon of water in hold tank. There after, use 1 ounce per gallon as needed.  For use at a 

dump station, use 1 gallon of product per 40 gallons of capacity of tank, then use 1 pint per week for maintenance. 

SINKS AND DRAINS: Use product a minimum of 2 times weekly.  Add 2 ounces of product for each two inches of pipe size. 

 

 

APPLICATIONS 
Carpets  Laundry        Grease & Oil Spills 

Grease Traps  Floor Drains      Drinking Fountains 

Waste Holding Tanks  Sewage Plants     Lift Stations 

Sumps  Septic Tanks      Portable Toilets  

Toilets & Urinals  Sinks         Restroom Surfaces 

  

 

TYPICAL PRODUCT CHARACTERISTICS 
Appearance ------------------------------------------------------------ Opaque white liquid 

Scent --------------------------------------------------------------------- Cherry Almond 

pH ------------------------------------------------------------------------- 7.0 

Weight, per U.S. gallon ---------------------------------------------- 8.7 lbs. 

Specific gravity -------------------------------------------------------- 1.04 

Viscosity ----------------------------------------------------------------- Thin 

Foam --------------------------------------------------------------------- Low 

Flashpoint --------------------------------------------------------------- None 

Bacterial Count, per U.S. gallon ---------------------------------- Over 100 billion 

Rinsability --------------------------------------------------------------- Excellent 

Stability ------------------------------------------------------------------ Excellent 

Solubility ----------------------------------------------------------------- Complete 

DOT shipping ---------------------------------------------------------- Nonhazardous 
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